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For your product safety, please read the following infor-
mation carefully before manipulating the SFP transceiver :

CAUTION !
T H E  C O N T E N T  O F  T H I S  U S E R  G U I D E  M U S T 
B E  C A R E F U L LY  F O L L O W E D  I N  O R D E R  F O R 
T H E  C U S T O M E R  W A R R A N T Y  T O  B E  V A L I D .

ESD
T H I S  D E V I C E  I S  S U S C E P T I B L E  T O  B E  D O -
M A G E D  D U E  T O  E L E C T R O S TAT I C  D I S C H A R G E 
( E S D ) .
A  S TAT I C  F R E E  E N V I R O N M E N T,  F O L L O W I N G 
S TA N D A R D  A N S I / E S D  S 2 0 / 2 0 ,  I S  H I G H LY 
N E C E S S A R Y.

LASER SAFETY
R A D I AT I O N  E M I T T E D  B Y  L A S E R  D E V I C E S  C A N 
B E  D A N G E R O U S  F O R  H U M A N  E Y E S .  A V O I D 
E Y E  E X P O S U R E  T O  D I R E C T  O R  I N D I R E C T 
R A D I AT I O N .
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Electrostatic Discharge Sensitivity (ESD)
All tranceivers are ESD sensitive devices. ESD is a harmless phenomenon for people but can be 
destructive for electronic circuits.
1. ESD equipment shall be worn at all the time while handling the Skylane Optics® transceiver.
2. Never touch the electrical connector, as it is extra sensitive to ESD.

>  E S D  W R I S T  S T R A P

Cleanliness
Fiber optic devises are very sensitive to dust, dirt and grease.
1. Always keep the transceiver dust cap on the Skylane Optics® transceiver when the device is not 
connected to the fiber.
2. Make sure the fiber is clean before inserting it in the transceiver by using specially designed fiber 
cleaning devices and visual inspection. (More info see our Cleaning Kit document)
Our internal procedures for transceiver cleaning and cleanliness checking are in accordance with 
IEC 61300-3-35 ED.1.0. standard.

>  T R A N S C E I V E R  D U S T  C A P

Installation instruction – How to insert the Skylane Optics® transceiver in a 
switch?
1. Insert the transceiver with the dust cap facing out.
2. Remove the dust cap carefully.
3. Connect the clean fiber LC-connector to the transceiver.
4. Make sure the connection is working.

>  F I B E R  C O N N E C T E D  T O  T R A N S C E I V E R

Removal instruction – How to remove the Skylane Optics® transceiver from a 
switch?
1. Press the fiber connector and pull to remove the fiber.
2. Put on the dust cap on the fiber patch cord.
3. To remove the transceiver, begin by pulling the transceiver latch down and then pull the transcei-
ver out.
4. Carefully remove the transceiver from the switch.
5. Put the dust cap back on the removed transceiver.

>  T R A N S C E I V E R  L AT C H  D O W N


